METHOD   OF  OBTAINING
and fused in a crucible.    A button of pure antimofey
is obtained.
12.  Bismuth, if impure, may be dissolved in nitric
acid, and precipitated by water.    The edulcorated pre-
cipitate, formed into a paste with oil, and rapidly fused
with black flux, gives a button of pure bismuth.
13.   Tellurium was obtained pure by Klaproth, by
forming its oxide into a paste with oil, and heating it
to redness in a retort.    The metal was rapidly re-
vived.
14.  Arsenic, in the state of white oxide, may  be
mixed with black flux and distilled.
15.  Cobalt may be obtained pure, in all likelihood, by
following the process proposed by Philips for the puri-
fication of nickel*    The following is a much cheaper
process recommended by Trominsdorf: Mix a pound
of the best smalt with  four ounces of 'nitre and two
ounces of charcoal powder, and throw the mixture at
intervals into a red hot crucible.    This process is to
be repeated three times.    The mixture is then to be
kept in a strong heat for an hour, stirred well, then
mixed with four ounces of black flux, and kept in the
strong heat of a forge for an hour longer.    The cobalt,
reduced by this treatment, is still impure.    It is to be
mixed again with thrice its weight of nitre, and defla-
grated in a red hot crucible by small portions at a time.
By this process the iron is peroxidized, and the arsenic
acidified.    The mass is to be well washed, and the ox-
ide of cobalt separated by filtration*    This oxide is to
be dissolved in nitric acid, and evaporated to dryness.
A fresh portion of acid is to be added, and the mass
exposed to a moderate heat.    Dilute with water,, and